PRODUCT LINE CARD

Fluid Flow Switches and Controls

410 500 GPM

Pipe Sizes 1" to 8"

1" NPT Process connection
Line pressure to 200 psi
Temperature to 250°F
SPDT 15A

Brass Body - SS Paddle
EPDM Seal

3 year warranty

Adjustable Set-Points
0.12 t0 8.0 GPM
Pipe Size: 2" NPT
Line Pressure to 300 psig
Temperature to 180°F
SPDT 15A (DPDT Available)
Brass Body
Stainless Steel Hardware
NEMA 4 Enclosure

ce

HARWIL CORPORATION

541 KINETIC DRIVE, OXNARD, CA 93030

TEL: (805) 988-6800 FAX: (805) 988-6804
EMAIL: SALES@HARWIL.COM

Models Q-10 s
& Q-12

0.4 GPM and greater

Pipe Sizes %" and greater

¥4"~1" NPT Process Connection

Line Pressure to 250 psi

Temperature to 200°F

SPNO/SPNC/SPDT

Noryl (PPO), Fortron (PPS),
316 SS, Hastelloy C

Chemical Resistant

Temperature Sensing Option

43

Adjustable Set-Points
41070 GPM
Pipe Size 1" NPT
Line Pressure to 300 psig
Temperature fo 180°F
SPDT 15A (DPDT Available)
Brass Body
Stainless Steel Hardware
NEMA 4 Enclosure

ce

Adjustable Set-Points
8 GPM and greater
Pipe Sizes 1” NPT and up
Line Pressure to 50 psi
Temperature to 180°F
SPDT 15A OR DPDT 11A
Glass reinforced plastic hody
Wetted Materials: Noryl
(PP0), 316 SS, EPDM
Chemical Resistant
NEMA 6 Enclosure

Adjustable Set-Points
5 GPM and greater
Pipe Sizes 1” and greater
1" NPT Process Connection
Line Pressure to 300 psig
Temperature fo 180°F
SPDT 15A (DPDT Available)
Brass or Stainless Steel
NEMA 4 Enclosure

ce

Pump Control Systems

PUMP-UP/DOWN
LEVEL CONTROLLEI
Automatic fill or empty
Latching relay
120/240 VAC
1.5HP/3.0 HP
Heavy Duty
Use with any two

Harwil level switches

PUMP PROTECTION
Time delay allows pump
to establish flow before
flow switch takes conirol
Protects pumps from running
Use with any Harwil flow swit
Manual push button control o
automatic timer conirol
120/240/480 VAC
Special Versions to 15 Hp

PHONE: 805-988-6800

Actuates a chemical
the primary bulk
120 VAC 15 Amp
Weatherproof Cover
For % Inch to 6 Inch
Y, % or 1 inch proc
Switched & Always-(
Option of 2 or 4 rece
Uses Harwil Q-8 or (

omatically turn on
d pump with watei

Actuates a chemical feed pump when the
primary bulk fluid begins to flow.

120 or 240 VACinput

104, 1/3 HP 120/240 VAC  SPNO or SPNC

Cable: 6 feet, 16/3

NEMA 6 Enclo

HARWIL.COM
ULTRA RELIABLE SINCE 1956
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